
145.3in
3690mm

Operating 
Depth

195.1in
4955mm

Operating Width

98.4in
2500mm
Operating

Height

42.6in
1082mm

Table Height 
(Approximate)

4.0in
[102mm]

Recommended
184.3in

4681mm
Shipping

Width

94.5in
2400mm
Shipping

Depth

94.9in
2411mm
Minimum 
Shipping 

Height

All dimensions based on stackup of sheetmetal, subject to variation of 1/2" ( 13 mm)

Shipping Dimensions

Specifications subject to change at any time without notice
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25.0in
635mm

Y Axis Travel

 1.1in
28mm

 

32.0in
813mm

X Axis Travel

 16.0in
406mm

 

Spindle at 
Home Position

4.0in
102mm

Min Z Clearance
to Table CL

32.0in
[813mm]

Max Z Clearance
to Table CL

36.5in
[927mm]

Maximum 
Height

1.1in
[28mm]
Outside 

Work Zone

10.4in
[264mm]
Outside

Work Zone

25.0in
[635mm]

Work Zone

Ø29.5in
[750mm]
Maximum
Swing Ø

Work Envelope

Specifications subject to change at any time without notice

Z-Axis Clearance

Max Travels
X 32in 813mm
Y 25in 635mm
Z 28in 711mm
B 360°
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X&Y-Axis Clearance



29.5in
749mm

Max Pallet 
Swing Ø

69.1in
1755mm

Pallet Changer Swing

 19.7in
500mm

 

36.0in
915mm

Clearance without indexing

 6.0in
153mm

 

1.969in
50mm
(Typ)

1.969in
50mm

 

(Typ)
 19.7in

500mm
 

 19.7in
500mm

 

2.0in
50mm

Slot to Slot CL

ISO / Metric Pallet

M12x1.75
25mm

(79x)

 19.7in
500mm

 

 19.7in
500mm

 

3.937in
100mm
(Typ)

3.937in
100mm
(Typ)

3.937in
100mm

Slot to Slot CL

SAE / Inch Pallet

5/8-11 UNC-2B
 1.0in [25mm]

(24x)

35.0in
889mm

Swing with 
maximum

diameter tool

16.0in
406mm

Maximum
Length 

Tool

6.8in
171mm

Drop down 
`during tool change

Specifications subject to change at any time without notice
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11.4in
290mm
Power

1.6in
41mm

Air

3.5in
88mm
Power

13.1in
333mm

Air

23.7in
602mm

(Ref)

9.6in
245mm

(Ref)

Front

20.9in
531mm

Air

68.1in
1730mm
Power

40.32in
1024mm

(2x)

67.59in
1717mm

(2x)

28.90in
734mm

(6x)

38.8in
986mm

(Ref)

52.5in
1332mm

(Ref)

35.6in
904mm

(Ref)

36.4in
925mm

(Ref)

24.2in
614mm

(Ref)

No Anchor

All dimensions based on stackup of sheetmetal, subject to variation of 1/2" ( 13 mm) Specifications subject to change at any time without notice

Top View Right View

Anchor Hole Detail
Ø .625in [16mm]

 3.5in [89mm]
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Anchor Pattern

Air & Power



98.5in
2502mm

Maximum 
Height

42.6in
1082mm

Table

 89.8in
2282mm

 

26.9in
683mm

Door Opening

48.1in
1222mm

Chip Conveyor 
Discharge

 44.2in
1122mm

 

 135.1in
3433mm

 

158.7in
4032mm

Maximum 
Service
depth

145.6in
3699mm

Operating 
Depth

 89.5in
2273mm

 

 105.0in
2666mm

 

 63.6in
1616mm

 

 33.2in
843mm

 

16.9in
428mm

Approximate

194.8in
4949mm

Operating Width

 78.3in
1989mm

 

 392.5in [9970mm] Maximum Service Width 

All dimensions based on stackup of sheetmetal, subject to variation of 1/2" ( 13 mm) Specifications subject to change at any time without notice

120in [3048mm] to 
nearest obstruction 
for conveyor removal
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Width Breakdown

Height Breakdown
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