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Installation Dimensions

Leveling Pad Height Shipping Dimensions

*All Height Dimensions Based on Suggested Leveling Pad Height

Installed Dimensions
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X-Dim from Datum 
wall (x# of Anchor 

Holes)
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Utilities & Anchoring 

Anchor Pattern

Air & Power
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5.7in
145mm

 Ground Clearance

70.5in
1791mm

 Machine Enclosure Height
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Table Height
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 Cable Carrier 
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Enclosure Width44.5in
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Door Opening
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 14.1in
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95-Gal Coolant
Tank Depth
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Depth Dimensions 
Needed

Width Dimensions 
Needed

Cable Carrier Height Pendant Depth Pendant Width

Spindle Head Max 
Height Spindle Head Depth Distance to Door 

Opening

Machine Enclosure 
Height Enclosure Depth Door Opening Width

Pendant Height Electrical Cabinet 
Depth 

Coolant Tank 
Protrusion 

Ground Clearance 
(Floor to begining of 

Enclosure)
Chip Chute Depth Chip Chute 

Protrusion 

Table Height Convenience 
Package Depth

Chip Chute Height Max Coolant Tank 
Depth

SMTC 
Height(30/50/70)

Min Coolant Tank 
Depth
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Dimensions Breakdown

Maintain 3 feet [915mm] clearance to the nearest obstruction around all sides of machine perimeter for maintenance access

Height Breakdown

Width Breakdown
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Edge of Table at 
Origin to Spindle CL
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77mm

Edge of Table to at Max Travel to Spindle CL1in
26mm

Edge of Table at Max Travel to Spindle CL

1in
26mm

Edge of Table at 
Origin to Spindle CL

20in
508mm
X-Travel

 19in
482mm

 

 1.2in
31mm

 

16in
406mm
Y-Travel

2.5in
64mm

Edge of Table 
to Maximum UMB 

9in
230mm

UMB-TC CL
to Spindle CL

Distance

SECTION A-A
SCALE 1 : 15

 0in
0mm

 

24in
610mm

Max Spindle 
to 

Table Distance
20in

508mm
Z-Travel

4in
102mm

Max Spindle 
to 

Table Distance

SECTION B-B
SCALE 1 : 15

X&Y Travel Necessary 
Dimensions

Vertical Edge of Table at 
Max Travel to SpindleCL
Horizonatl Edge of Table 

at Max Travel to 
SpindleCL

Vertical Edge of Table at 
Origin to SpindleCL

Horizonatl Edge of Table 
at Origin to SpindleCL

X-Travel
Y-Travel

UMB-TCCL to 
SpindleCL Distance
Edge of Table to 
Maximum UMB 

Clearance
Edge of Table to 

Horizontal Wall at Origin
Edge of Table to Vertical 

Wall at Origin
Edge of Table to 

Horizontal Wall at Max 
Tavel

Edge of Table to Vertical 
Wall at Max Travel

Z-Travel Required 
Dimensions

Max Spindle to Table 
Distance

Min Spindle to Table 
Distance
Z-Travel
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Axes Clearance

X&Y-Axis Travel

Z-Axis Travel

VF-1 Page 4 / 5
11/9/2021



A

C

D

B

2X F
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CC
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DD

24in
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SECTION C-C
SCALE 1 : 15

26in
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23in
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 20.5in
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 9in
229mm

 

SECTION D-D
SCALE 1 : 15

Slot Size A B C D E F

12mm 0.438
+.002
-.000

0.76 0.02 0.310 0.010 0.318 0.010 0.03x45 0.020x45

16mm 0.628 0.002 1.06 0.02 0.640 0.010 0.420 0.010 0.06x45 0.020x45

Table Required Dimensions 

Usable X Table Width 

Usable Y Table Depth 

Hole Callout(if applicable) 

Spacing Between Holes

Slot Distance from Bottom 
Usable Edge 

Slot Distance from Side Usable 
Edge 

Ordinate Slot Spacing
Slot Type Callout (12mm or 

16mm)

Location from Bottom-Left 
Hole to Bottom Usable Edge

Location from Bottom-Left 
Hole to Left Usable Edge 

UMB Tool Changer Required 
Dimensions 

Table to Lowest Point 

Table to Large  Lowest Point 

Minimum Tool Changer CL to 
Spindle CL

Tool Changer Tool 

Tool Changer Maximum 
Envelope 

Center to Center Tool 
Changer CL to Spindle CL

SMTC Required Dimensions 

Tool Changer Arm Drop Down 
Distance 

Table to Arm lowest Point

Table to Arm Highest Point 

Maximum Arm Swing 

Tool CL Maximum Swing 
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Table & Tool Changer

Table

Tool Changer

VF-1

T-Slot Dimensions in inches
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